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Dimensions

         
   ISO A D E  F H L S R Weight Product Code
 in  mm 5211 mm mm mm mm mm mm mm mm kg 
 1⁄2 15  F04  115  15.0  49.0  14.5  70.5 131.4 7.9 5.0 2.11 30910456
 3⁄4  20  F04  120  20.6  60.0  21.0  78.0 177.0 11.1 7.0 2.95 30910467
 1  25  F05  125  25.0  70.1  23.1  87.8 197.0 14.4 9.0 3.88 30910478
 11⁄2 40  F07  140  38.1  97.5  19.5  117.4 250.0 18.8 14.0 7.20 30910489
 2  50  F07  150  50.0  110.5  19.5  130.2 250.0 18.8 14.0 10.00 30910508
 21⁄2  65  F07  170  65.0  134.2  23.0  149.7 405.0 22.5 17.0 15.15 30910519
 3  80  F07  180  76.0  142.7  23.0  158.2 405.0 22.5 17.0 20.00 30910530
 4  100  F10  190  101.6  171.3  23.0  185.8 460.0 22.5 17.0 30.00 30910541
 6  150  F10/F12  350  152.0  220.0  30.0  242.5 610.0 29.0 22.0 67.40 30910552
 8  200  F14  400  203.2  316.3  50.8  316.3 230.0 48.0 36.0 185.35 30910563

Nominal Size

Technical Specification
Maximum Pressure PN16
Max Pressure at Temp   16.0 bar at -10ºC

12.1 bar at 200ºC
Anti static device
ISO 5211 Mounting Pad
1⁄2” - 1” Double D stem
11⁄2” - 8” Square Stem

Materials of Construction
Body Stainless Steel BS EN-1.4408
Body Cap   Stainless Steel BS EN-1.4408
Ball Stainless Steel ASTM A351 CF8M
Blow Out Proof Stem   Stainless Steel ASTM A276 Gr SS316
Seat RTFE
Stem Seal   RTFE
Body Seal SS304+Graphite
Stem Packing   Graphite
Lever / Gear 
1⁄2” - 1” Stainless Steel SS304 with PVC Lever Cover
11⁄2” - 2” Stainless Steel ASTM A351 CF8M Cast Handle
21⁄2” - 6” Stainless Steel ASTM A351 CF8M Cast Handle and A53 Pipe
8” c/w Gear Box and handwheel 
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Torque / Pressure ratings for FIG 203H

Pressure / Temperature ratings for FIG 203H

The torque values may change according to the fluid, temperature and pressure

Differential Pressure torque test with water:
Unit: Nm

Size in
Seat

Compression
0 bar
(0psi)

7 bar
(102psi)

16 bar
(232psi)

1⁄2 0.50 5.6 8.5 11.3

3⁄4 0.50 10.2 12.4 14.7

1 0.50 16.9 20.3 22.6

11⁄2 0.58 19.2 24.9 45.2

2 0.61 28.2 42.9 56.5

21⁄2 0.60 67.8 82.5 101.7

3 0.58 101.7 101.7 135.6

4 0.60 113.0 135.6 158.2

6 0.52 180.8 203.4 254.2

8 0.45 429.4 485.9 519.8
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