
Technical Specification
Connections: ½” Screwed BSP and 15mm Compression
Specification: BSEN215 Thermostatic Radiator Valve

BS2767-10 Non Rising Matching Lockshield Valve
Bi-directional Yes
Maximum Working Pressure: 10 Bar
Maximum Differential Pressure: 0.6 Bar
Adjustment Temperature Range: 11 - 29°C
Maximum Flow Temperature: 120°C
Thermostatic Head Sensor: Liquid
Pre-setting Feature: Yes
Shut Off: Yes
Tamper Proof Feature: Yes
Guarantee: 5 Year
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Dimensions
(all dimensions shown in mm)

½” BSP and 15mm
Compression

Description A B C D E

1/2-15MMX1/2 BOSS TRV VERTICAL CP 52 104 34 84 53

Materials of Construction

Thermostatic Valve
Material Specification

Body Brass CW617N

Head Plastic Perlac 205H

Olive Brass CW606N
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Dimensions
(all dimensions shown in mm)

Description A B C

1/2-15MMX1/2 BOSS TRV VERTICAL CP 53 63 35

Lockshield Valve

Material Specification

Body Brass CW617N

Head Plastic Perlac 205H

Olive Brass CW606N

Valve Application Selection:

Valve Application Selector Guide
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